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Abstract. Microstructure formation in surface layers of pure titanium and ferritic-martensitic steel subjected to electron 
beam treatment is studied. It is shown that low energy high-current pulsed electron beam irradiation leads to the 
martensite structure within the surface layer of pure titanium. Contrary, the columnar ferrite grains grow during 
solidification of ferritic-martensitic steel. The effect of electron beam energy density on the surface morphology and 
microstructure of the irradiated metals is demonstrated. 
INTRODUCTION 
Nowadays, the technology for surface strengthening of structural materials based on low-energy high-current 
pulsed electron beams (is of great interest [1]. The combination of radiation, thermal and impact-mechanical loading 
can induce the controllable change in surface morphology, microstructure, element and phase composition of metals 
and alloys under low-energy high-current pulsed electron beams treatment. As a result, their dynamic strength, wear 
and corrosion resistances as well as technological properties can be tailored over a wide range by changing treatment 
parameters [2–4]. 
Since the low-energy high-current pulsed electron beams irradiation is performed under condition of ultra-high 
heating and cooling rates, the martensite structure in the melted surface layer is the main factor responsible for 
surface strengthening of structural materials. The electron irradiation of induced martensitic transformation occurs 
not only in the surface layer of austenitic steels, but also in different iron alloys, nonferrous metals, etc. [5]. On the 
contrary, the martensite structure in the surface layer of steels produced by preliminary thermal treatment can be 
destroyed under subsequent low-energy high-current pulsed electron beams irradiation. As a result, mechanical 
properties of the steels can become worse [6]. In other words, the effect of the electron-beam treatment is governed 
not only by its parameters but also by the microstructure of materials. In this study the changes in surface 
morphology and microstructure of commercially pure titanium and ferritic-martensitic steel RUSFER EK-181 
subjected to low-energy high-current pulsed electron beams treatment are demonstrated. 
MATERIALS AND RESEARCH METHODS 
The specimens under study were commercially pure titanium (VT1-0 according to the Russian classification) and 
ferritic-martensitic steel RUSFER-EK-181 (Fe–12Cr–2W–V–Ta–B–C) [7] with the size of 10?10?2 mm3. International Conference on Physical Mesomechanics of Multilevel Systems 2014AIP Conf. Proc. 1623, 467-470 (2014); doi: 10.1063/1.4898983©   2014 AIP Publishing LLC 978-0-7354-1260-6/$30.00467
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FIGURE 1. Microstructure of pure titanium (a) and RUSFER-EK-181 steel (b) subjected to the low-energy high-current pulsed 
electron beams treatment with energy density of 12 (a) and 30 J/?m2 (b) 
 
Titanium specimens were preliminary annealed for an hour in a vacuum chamber at a temperature of 750?C. 
Specimens of the ferritic-martensitic steel had been quenched at 1080°C for 1 hour followed by ageing at 720°C for 
3 hours. Both flat surfaces of the mechanically polished specimens were subjected to low-energy high-current 
pulsed electron beams treatment using a “SOLO” electron beam irradiation system (IHCE SB RAS, Tomsk). 
Irradiation was performed in argon atmosphere with a residual pressure of 0.02 Pa. The surface morphology and 
microstructure of the specimens were examined using a Solver HV atomic force microscope, an Axiovert 40 Mat 
optical microscope and a LEO EVO 50 scanning electron microscope. 
RESULTS AND DISCUSSION 
The basic parameters of the low-energy high-current pulsed electron beams treatment, which variation allow 
changing the microstructure of metal specimens, are the energy density W, the number of pulses and their duration. 
The low-energy high-current pulsed electron beams treatment is usually carried out by means of a large number of 
pulses with low energy density (W < 1 J/?m2) or several pulses with energy density of W = 10–30 J/?m2. In the 
former case, low-energy high-current pulsed electron beams treatment causes plastic deformation of the metal 
surface layer that occurs due to thermal stresses and shock waves. In the latter case, the surface layer melts with 
subsequent fast crystallization. The thickness of the melted surface layer can vary from a few micrometers to a few 
tens of micrometers (Fig. 1). An increase in the beam energy density (W > 40 J/?m2) and a number of pulses can 
induce crater eruptions.  
The recrystallization process in the melted surface layer of structural materials subjected to the low-energy high-
current pulsed electron beams treatment is governed by the degree of supercooling of the melt. Indeed, since the 
underlying bulk material acts as efficient heat sink for the absorbed energy, the melt exists in a metastable 
supercooled state. According to the numerical calculations [8], the surface layer of pure titanium subjected to the 
low-energy high-current pulsed electron beams treatment with energy density of W = 10–30 J/?m2 is characterized 
by the melt cooling rate as high as 107–108 K/s. As a result, small stable crystal nuclei are formed spontaneously in 
the melt near the liquid-solid interface. Crystal nuclei, as a rule, grow mainly towards the free surface of the 
specimen that is the reverse direction to the heat sink. Since the grains of different crystallographic orientation are 
characterized by different growth rates, the preliminary polished surface of metal specimens becomes rough 
(Figs. 2(?, ?) and 3(?)).  
After solidification and cooling to room temperature the surface layer of metal specimens is characterized by not 
only columnar grains, but also different crystalline structure. For example, from the beginning of solidification 
(1935 K) the grains of ?-Ti are formed in the melted surface layer of pure titanium, subjected to the low-energy 
high-current pulsed electron beams treatment. Next, when temperature of the recrystallized surface layer drops 
below 1156 K, polymorphic phase transformations occur in the grains. The distortion of the crystal lattice of ?-Ti 
grains, induced by residual thermal stresses, as well as quick cooling of the recrystallized surface layer causes the 
formation of the hexagonal ??-martensite phase grains, which results from the high-temperature bcc ?-phase grains 
within the surface-melted layer. Martensite lathes, formed in the surface grains, are also responsible for rough 
surface of irradiated titanium specimens (Fig. 2(a, d)). 
Unlike to titanium and zirconium alloys as well as austenitic steels, martensitic steels subjected to the low-
energy high-current pulsed electron beams treatment can exhibit the reverse transformation from martensite to 
austenite in a metastable surface-melted layer. Although the cooling is fast, it causes the formation of the ferrite 
grains, with carbide particles being precipitated at the grain boundary. 468
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FIGURE 2. Optical (a, c, d) and AFM-images (b, e) of the titanium specimens subjected to the low-energy high-current pulsed 
electron beams treatment with energy density of 12 (a, b) and 24 J/?m2 (c–e) 
 
Figure 3(b) shows the microstructure of ferritic-martensitic steel RUSFER-EK-181 subjected to quenching and 
ageing followed by low-energy high-current pulsed electron beams treatment with energy density of W = 30 J/?m2. 
There is less evidence for a martensite structure, the columnar ferrite grains are found in the irradiated surface layer 
(Figs. 1(b) and 3(a, b)). 
Along with micron-sized columnar grains, equiaxial grains of nanoscale size are formed on the surface of the 
irradiated specimens of pure titanium and ferritic-martensitic steel (Figs. 2(b) and 3(c, d)). The fine equiaxial grains 
are manifested only in the high-resolution AFM-images. The grains of 100–500 nm in diameter appear because of 
the enhanced release of latent heat of crystallization that decreases the degree of melt supercooling. Note that the 
fine equiaxial grains can also appear due to concentration overcooling. Since the low-energy high-current pulsed 
electron beams treatment is performed in argon atmosphere, insoluble impurities, such as oxides and carbides can be 
formed in the melt, lightening formation of crystal nuclei on the top surface of the specimens. 
The presence of martensite lathes inside the fine equiaxial grains formed on the top surface of irradiated titanium 
specimens is less apparent (Fig. 2(b, d)). This is due to the so-called scale factor that implies the reduction of 
residual stresses in the fine grains as compared to the coarse columnar grains. 
Increasing the energy density of low-energy high-current pulsed electron beams treatment leads to an increase in 
the surface temperature that results in thickening the melted surface layer. For example, as the energy density 
increases from 12 to 24 J/?m2, the thickness of the melted surface layer of titanium specimens increases in the range 
6–11 μm. The thicker melted layer, in turn, leads to considerable increasing the lifetime of the melt and decreasing 
melt cooling rate. As a consequence, the degree of supercooling of the melt becomes lower resulting in increasing 
size of both fine equiaxial grains (compare Fig. 2(b, e) as well as Fig. 3(c, d)) and the subjacent coarse columnar 
grains. The growth of columnar grains in titanium specimens subjected to low-energy high-current pulsed electron 
beams treatment manifests itself in the coarser martensite lathes formed within the modified surface layer (compare 
Fig. 2(a, d)). 
Because of crater eruptions, it is possible to increase the thickness of the melted surface layer by means of 
increasing the number of low-energy high-current pulsed electron beams pulses rather than increasing the energy 
density. Since the first low-energy high-current pulsed electron beams pulse reduces the heat conduction of a metal 
specimen due to grain refining, the amount of the heat sinking into the underlying bulk material during the following 
pulses tends to decrease. Thus, the more intense heating of the surface layer of the specimens subjected to the 
retreatment, the thicker melt layer would be expected. In other words, every subsequent pulse results in increasing 
the thickness of the melted surface layer of structural materials. 469
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FIGURE 3. Surface morphology (a, c, d) and microstructure (b) of RUSFER-EK-181 steel subjected to the low-energy high-
current pulsed electron beams treatment with energy density of 12 (a, b, c) and 30 J/?m2 (d) 
 
SUMMARY 
Low-energy high-current pulsed electron beams irradiation performed under condition of ultra-high heating and 
cooling rates dramatically changes the microstructure of commercially pure titanium and ferritic-martensitic steel 
RUSFER EK-181. It is shown that the ??-martensite lathes resulted from the high-temperature bcc ?-phase are 
appeared within the melted surface layer of titanium. Contrary, the columnar ferrite grains grow during solidification 
of the ferritic-martensitic steel. 
Surface morphology study allows revealing the multilayer grain structure that forms within the surface layer of 
both the metals under the low-energy high-current pulsed electron beams treatment. The modified surface layer of 
the specimens consists of fine equiaxial grains and subjacent coarse columnar grains. The grain size and, hence, the 
surface morphology of structural materials subjected to the low-energy high-current pulsed electron beams treatment 
is governed by the energy density of electron beams. The higher energy density of the low-energy high-current 
pulsed electron beams treatment, the thicker melted surface layer and the larger equiaxial and subjacent columnar 
grains. Enlargement of columnar grains in the surface layer of titanium specimens is accompanied by coarsening ??-
martensite laths within the grains. 
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